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3/2-way pilot valve brass, 2.0, 230V, for solenoid
valve, N.BV.
Kategorija: 3/2-way pilot valves for media for media-separated solenoid valve
Šifra: 129200RIE

Kratek opis

3/2-way pilot valve brass, flange mounting, 230V, NBR, for
solenoid valve 124741, 124752, 124760, 124891, 125765,
125774, 125780

Tehnične Specifikacije

Električni priključek Pin terminal acc. to
DIN EN 175301-803

Ffunkcija flow direction optional
Ohišje Brass
Tesnilo NBR
Max. obratovalni tlak [bar] 12
Max. sobna temperatura
[°C] 55
Max. temperatura medija
[°C] 80
Napetost 230V

mailto:info@podjetje-trg.si
https://www.karcher-trg.si/
https://www.karcher-trg.si/2-way-pilot-valve-brass-2.0-230v-for-solenoid-valve-n.bv.
https://www.karcher-trg.si/2-way-pilot-valve-brass-2.0-230v-for-solenoid-valve-n.bv.
https://www.karcher-trg.si/2-way-pilot-valve-brass-2.0-230v-for-solenoid-valve-n.bv.
https://www.karcher-trg.si/2-way-pilot-valves-for-media-for-media-separated-solenoid-valve

