KARCHER

XH 6 Q PODALJSEK ZA CEV QUICK CONNECT

PodaljSek za visokotlacne cevi omogoca vecjo fleksibilnost, sestoji iz 6 m dolge robustne kakovostne cevi DN8 za dolgo
zivljenjsko dobo in je primeren za naprave K2-K7 s hitrim prikljuckom Quick Connect.

* 60°C|140°F *+ 08

Stevilka narocila 2.641-709.0

Tehnicni podatki

4039784296275
Temperatura °C max. 60
Maks. tlak bar 180
Dolzina m 6
Teza Kg 0,751
Teza vkljuéno z embalazo Kg 0,904
Mere (D x $ x V) mm 245 x 245 x 55

XH 6 Q podaljsek za cev Quick Connect, 2.641-709.0, 2023-11-28



KARCHER

Podaljsek cevi dolzine 6 m

Prikljuéek Quick Connect

= Povecanje radija uporabe, visja mera = Sistem hitre spojke za enostavno spajanje pistole
prilagodljivosti. in visokotlacne cevi.

KOMPATIBILNE NAPRAVE

= K 2 Battery

= K 2 Battery Set

= K 7 Compact

= K 7 Compact Home

= K 7 Premium Smart Control
= K 7 Premium Smart Control Home
= K 7 Smart Control

= K 7 Smart Control Home

= K7 WCM

= K 7 Power

= K 7 Premium Power

= K 7 Premium Power Home
=K 7 WCM Premium

= K 7 WCM Premium Home

= K 5 Compact

= K 5 Compact Home

= K 5 Compact Home Flex Anti-Twist
= K 5 Premium Smart Control

= K 5 Premium Smart Control Home
= K 5 Power Control

= K 5 Power Control Home

= K 5 Smart Control

= K 5 Smart Control Home

= K 5 Premium Power Control

= K 5 Premium Power Control Home
= K5 WCM Premium

= K 5 WCM Premium Home

= K5 WCM

= K 4 Premium Power Control

= K 4 Premium Power Control Home
= K 4 Power Control

= K 4 Power Control Home

= K 4 WCM Premium

= K 4 WCM Premium Home

= K 4 WCM

= K 3 Power Control

= K 3 Power Control Home

= K 3 Premium Power Control

= K 3 Premium Power Control Home
= K 2 Universal Edition

= K 2 Premium Power Control

= K 2 Premium Power Control Home
= K 2 Power Control

= K 2 Power Control Home

= K Mini

= K Mini Plus

= (7.180
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