
PKH.GE.3E.I

Togh pneumatically driven stainless steel ball valve
with stainless steel housing, L- or T-bore.

SIZE
DN15 (1/2") to DN50 (2")

CONNECTION
Internal thread DIN ISO 7/1
Mounting flange ISO 5211

NOMINAL PRESSURE

 

MATERIAL
Body:  Stainless steel AISI 316
Ball:  AISI 316
Ball seal:  PTFE, glasfiber
Stem:  Stainless steel AISI 316
Stem seal:  PTFE
O-Ring: Viton

AMBIENT TEMPERATURE (Actuator)
Standard version: From -50°C to +70°C (NBR)
Special versions: From -15°C to 160°C or
-30°C to +200°C on request. Temperature range
ball valve see nominal pressure (Pressure/temperature)

 

 

  
 

FLOW DIRECTION
Random

MOUNTING POSITION
See mounting reference for instustrial vlaves.

FLOW MEDIUM
Neutral gases and fluids. For aggressive medim see material resistance
table. Medium which lead to an increase of operating torque could
require other actuator size.

PKH.EP.3E.I
11-37e

3 way stainless steel-ball valve
L- or T-bore

pneumatic actuated
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OPERATION METHOD (Standard)
Pneumatic actuators, double- or single acting, spring open (NO)
or spring closed (NC) version.
Approvals actuator: SIL 3, ATEX. GOST, ROS 

CONTROL MEDIUM
Compressed air or inert gases acc. PNEUROP/ISO class 4, 
other control medium on request.

CONTROL PRESSURE
5,5 bar, other control pressure on request.

PNEUMATIC CONTROL
With either direct-mounted (NAMUR) or separate 3/2- or 5/2-way 
control valve or positioner.

OPTIONS AND ACCESSORIES
Limit switch box with mechanical microswitchs or inductive sensors.

200 Psi   (13 bar)

400 Psi   (26 bar)

600 Psi   (39 bar)

800 Psi   (52 bar)

1000 Psi   (65 bar)

100°F
(38°C)

0°F
(-18°C)

-20°F
(-29°C)

200°F
(93°C)

300°F
(149°C)

400°F
(204°C)

500°F
(260°C)
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Flangae square Pneumatic
actuator

Dimesion [mm] and weight [kg] order no.
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(1) = Ball valve break torque incl. 30%.

Air connection acc. NAMUR, VDI/VDE 3845
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PKH.EP.3E.I
11-37e

3 way stainless steel-ball valve
L- or T-bore

pneumatic actuated
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PKH.EP.3E.I
11-37e

3 way stainless steel-ball valve
L- or T-bore

pneumatic actuated



Materials - pneumatic actuators type GTK, GTX, GTW
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type   description

Body (1)

End caps (2)

Piston (3)

O-Ring (5, 8, 12)

Guide set (4, 7, 9, 11)

Pinion (10)

Screws (13)

Body (1)

End caps (2)

Pistons (3)

O-Ring (5, 8, 12)

Guide set (4, 7, 9, 11)

Pinion (10)

Screws (13)

materials

Extruded aluminium alloy astm 6063 anodized 10681

Die-cast aluminium alloy EN AC-46100 UNI EN 1706:1999, color RAL 5015 (blue)

Die-cast aluminium alloy EN AC-46100 UNI EN 1706:1999

NBR 70 SH (Perbunan)

DELRIN ISO 9988

Steel 11SMNPB37, electroless nickel plated

Stainless steel AISI 304

Extruded aluminium alloy astm 6063 anodized 10681, hardcoated and teflon

Die-cast aluminium alloy EN AC-46100 UNI EN 1706:1999, color RAL 5015 (blue)

Die-cast aluminium alloy EN AC-46100 UNI EN 1706:1999

NBR 70 SH (Perbunan)

DELRIN ISO 9988

Stainless steel AISI 304

Stainless steel AISI 304
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Riegler & Co. KG
Department ZeDok
Phone: 07125/949741, 949742, 949753, Fax.: 07125/949799, email: zedok@riegler.de
Schützenstraße 27, D-72574 Bad Urach


