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SIZE

DN15 (1/2“) bis DN80 (3“)

NORMS 

• Internal thread ISO 7/1

• Mounting �ange ISO 5211

• Casing lenght acc. DIN 3203 - M3

FLOW MEDIUM

Neutral gases and �uids. For aggressive medium see material rsistance
table. Medium which lead to an increase of operating torque could
require other actuator sizes.

FLOW DIREC TION 

Random

MATERIALS 

• Body: 1.4408

• Ball and Stem: 1.4401

• Stem seal, ball seal: PTFE, glass�ber

TEMPERATURE

-10° to +200°C (depending on operating pressure)

OPERATION ME THOD

Pneumatic actuators, double- or single acting, spring open (NC)
or spring close (NC).

CONTROL PRESSURE /  MEDIUM 

5,5 bar. Compressed air or inert gases acc. PNEUROP/ISO class 4,
other control medium and pressure on request.

OPTIONS

• 3/2- or 5/2-way-solenoid valve

• Positioner

• Mechanical microswitchs or inductive sensors.

PRESSURE-/TEMPERATURE

Technical  data

-20°C

63 bar

43 bar

0°C 40°C 100°C 200°C

PKH.EP.E3.I

Tough pneumatically driven stainless steel ball valve 
with 3-pcs housing and M3- casing length.
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(1) = Ball valve break torque incl. 30%. (2) = Placeholder for destricption NC (normal closed) or NO (normal open). 

Air connection acc. NAMUR, VDI/VDE 3845
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Materials - pneumatic actuators type GTK, GTX, GTW
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type   description

Body (1)

End caps (2)

Piston (3)

O-Ring (5, 8, 12)

Guide set (4, 7, 9, 11)

Pinion (10)

Screws (13)

Body (1)

End caps (2)

Pistons (3)

O-Ring (5, 8, 12)

Guide set (4, 7, 9, 11)

Pinion (10)

Screws (13)

materials

Extruded aluminium alloy astm 6063 anodized 10681

Die-cast aluminium alloy EN AC-46100 UNI EN 1706:1999, color RAL 5015 (blue)

Die-cast aluminium alloy EN AC-46100 UNI EN 1706:1999

NBR 70 SH (Perbunan)

DELRIN ISO 9988

Steel 11SMNPB37, electroless nickel plated

Stainless steel AISI 304

Extruded aluminium alloy astm 6063 anodized 10681, hardcoated and teflon

Die-cast aluminium alloy EN AC-46100 UNI EN 1706:1999, color RAL 5015 (blue)

Die-cast aluminium alloy EN AC-46100 UNI EN 1706:1999

NBR 70 SH (Perbunan)

DELRIN ISO 9988

Stainless steel AISI 304

Stainless steel AISI 304
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