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We recommend the following oils for 
oil‐mist lubricators and service units 
according to the load 

 
 
 

 
Oils for nomal loads 

Viscosity 
at 40° C 

[mm²/s] 
Oils for heavy loads 

Viscosity 
at 40° C 

[mm²/s] 

RIEGLER 
Pneumatik‐Spezial‐Öl 

/ ID 101135 
32  ‐  ‐ 

ARAL  Rico Öl 32  32  ‐  ‐ 

ARAL  Vitam GF 22  22 
Vitam GF 46 
EHF 46 (degr.) 

46 

BP 
Energol HLP 22 
Biohyd 32 (degr.) 

22 
Energol HPL 46 
Biohyd 46 (degr.) 

46 

DEA  Astron HPL 22  22  Astron HPL 46  46 

ESSO  Nuto H  32  Nuto H  46 

SHELL 
Morlina 22 
Voltol 22 

22 
Morlina 46 
Voltol 46 

46 

SIPS  Q8 Handel (22‐68)  32  ‐  ‐ 

 
 
 
 

(degr. = biologically degradable) 
 
Oil grades from other manufacturers are only allowed to be used if they do not destroy  
the polycarbonate tanks. If this is the case, we recommend installing metal tanks instead. 
 

 


