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Digital pressure gauge in stable plastic housing for monitoring and measuring pressures in dry, 
oil-free compressed air and non-toxic, non-aggressive gasses. 
 
Areas of application: Pneumatics, machine tools, compressors, automation technology and in 
general machine construction. 
 
Battery operated 
Pressure units: MPa, kgf/cm², bar, psi 
 
 
Housing Plastic 
Wetted parts MSV 
Protection IP IP 40 / IP 65 (with hose) 
Display 3-digit, 7-segment LCD display 
Accuracy ± 2% F.S. ± 1 digit 
Power supply Battery CR2032 lithium 
Dimensions 30x30x36.8 mm 
Measuring range 0 - 10 bar 
Operating temperature 0 °C to 50 °C 
Medium temperature 0 °C to 50 °C 
Ambient temperature -10 °C to 60 °C 
 
 
Digital pressure gauge 
Art. No. Type No. Description Thread 
133382 DIM-10-F4 without background lighting R 1/4 ET - M5 IT 
133383 DIMH-10-F4 with background lighting R 1/4 ET - M5 IT 
 
 
 
Accessories for digital pressure gauge 
Art. No. Type No. Description 
133384 DIM10-BFWW Metal mounting bracket, horizontal 
133385 DIM10-BFWS Metal mounting bracket, vertical 
133386 DIM10-EBR Plastic installation frame 
133387 DIM10-EBRSA Installation frame with plastic protective cover 
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