
 

Female thread globe valves 
Stainless steel 

Art. No. 250.50 ES to 250.56 ES 

 P 3-24 e 

 

 

Department eDocumentation edition 03/2016     Subject technical changes. 
Phone +49 7125 9497-41, -42, -53, -260, -330 
Fax      +49 7125 9497-99 RIEGLER & Co. KG 1/2 
e-mail:  eDocumentation@riegler.de  www.riegler.net  

 
 

Body and valve trim: Stainless steel 1.4401 / 1.4408 
Adjusting knob: Aluminium 
Seal: PTFE 
Operating pressure: Max. 14 bar 
Medium and ambient temperature: Max. 160 °C   
Operating temperature: -10 °C to 180 °C 
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Female thread globe valves, stainless steel 
 

Art. No. Ident No. Port G DN L H H1 W Weight kg 
250.50 ES 103795 3/8 10 52.0 89.0 99.0 70.0 0.3 
250.51 ES 103796 1/2 15 52.0 89.0 99.0 70.0 0.3 
250.52 ES 103797 3/4 20 66.0 95.0 107.0 80.0 0.5 
250.53 ES 103798 1 25 76.0 102.0 118.0 80.0 0.7 
250.54 ES 103799 1 1/4 32 86.0 130.0 150.0 90.0 1.0 
250.55 ES 103800 1 1/2 40 94.0 132.0 142.0 90.0 1.3 
250.56 ES 103801 2 50 118.0 154.0 167.0 100.0 2.0 

 
 

Spare parts 
 

Art. No. Adjusting knob No. 
250.50 ES 250.3.11-ES 
250.51 ES 250.3.11-ES 
250.52 ES 250.3.11-ES 
250.53 ES 250.3.13-ES 
250.54 ES 250.3.13-ES 
250.55 ES 250.3.15-ES 
250.56 ES 250.3.16-ES 
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