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»R26BA« series, both sides sealing 
 
Couplings, stems and plugs are fitted with a valve. 
Connection: Both valves open and the medium is allowed to pass. 
Disconnection: Both valves close and the medium is prevented from escaping. 
 
Areas of application: Pneumatic system, machine and plant engineering, Measurement, monitoring 
And control systems, Manufacturing industry, medical technology, chemical / pharmaceutical industry, automotive, 
food technology, aerospace. 
 
Operating pressure 
 

0 - 35 bar, maximum static working pressure  
(non-pulsating) 

Medium and ambient temperature -20 °C to 100 °C 

Housing, sleeve and valve body Brass with a bare metal surface 
Spring, retaining ring and balls Stainless steel 
Sealant NBR 
Media Compressed air, water, neutral gases and liquids 

 
Flow rates: 
 

  
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Quick disconnect coupling DN 7.2, both sides sealing, brass with a bare metal surface, male 

Type No. Article No. Connection 
a/f 
mm 

L 
mm 

D 
mm 

L1 
mm 

243.01-B 107506 G 1/4 male 22 40.0 24.8 9.0 

243.02-B 107507 G 3/8 male 22 41.0 24.8 10.0 

243.03-B 107508 G 1/2 male 24 41.0 24.8 12.0 
       

Quick disconnect coupling DN 7.2, both sides sealing, brass with a bare metal surface, female 

Type No. Article No. Connection 
a/f 
mm 

L 
mm 

D 
mm 

L1 
mm 

243.11-B 107509 G 1/4 female 22 41.0 24.8 9.0 

243.22-B 107510 G 3/8 female 22 41.0 24.8 10.5 

243.33-B 107511 G 1/2 female 24 42.5 24.8 12.0 

       

Quick disconnect coupling DN 7.2, both sides sealing, brass with a bare metal surface, with hose stem 

Type No. Article No. Connection 
a/f 
mm 

L 
mm 

D 
mm 

L1 
mm 

243.44-B 107512 Stem, I.D 6 22 58.5 24.8 25.0 

243.47-B 107513 Stem, I.D 8 22 58,5 24.8 25.0 

243.45-B 107514 Stem, I.D 9 22 58.5 24.8 25.0 

243.49-B 107515 Stem, I.D 10 22 58.5 24.8 25.0 

243.46-B 107516 Stem, I.D 13 22 58,5 24.8 25.0 
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Stem for couplings DN 7.2 - DN 7.8, both sides sealing, brass with a bare metal surface 

Type No. Article No. Description 
a/f 
mm 

L 
mm 

L1 
mm 

243.06-B 107517 Stem, I.D 6 22 61.5 25.0 

243.351-B 107518 Stem, I.D 8 22 61.5 25.0 

243.07-B 107519 Stem, I.D 9 22 61.5 25.0 

243.352-B 107520 Stem, I.D 10 22 61.5 25.0 

243.10-B 107521 Stem, I.D 13 22 61.5 25.0 

      

Plug for couplings DN 7.2 - DN 7.8, both sides sealing, brass with a bare metal surface, male 

Type No. Article No. Description 
a/f 
mm 

L 
mm 

L1 
mm 

243.48-B 107522 Plug, G 1/8 male 22 41.0 7.0 

243.50-B 107523 Plug, G 1/4 male 22 43.0 9.0 

243.51-B 107524 Plug, G 3/8 male 22 44.0 10.0 

243.52-B 107525 Plug, G 1/2 male 24 44.0 12.0 

      

Plug for couplings DN 7.2 - DN 7.8, both sides sealing, brass with a bare metal surface, female 

Type No. Article No. Description 
a/f 
mm 

L 
mm 

L1 
mm 

243.54-B 107526 Plug, G 1/8 female 22 42.0 9.0 

243.55-B 107527 Plug, G 1/4 female 22 44.0 10.5 

243.56-B 107528 Plug, G 3/8 female 22 44.0 10.5 

243.57-B 107529 Plug, G 1/2 female 24 45.5 12.0 
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