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1, 2 or 3‐way distributor pieces made of brass with a bare metal surface, pre‐assembled with  
quick disconnect coupling DN 7.2. 
Available with threaded connection inside or outside or nipple for adaptation into an existing  
quick disconnect coupling DN 7.2 to DN 7.8. 
 
 
Operating pressure       0 ‐ 35 bar 
Medium and ambient temperature    ‐20 °C to 100 °C 
Housing          Brass with a bare metal surface 
Securing and sealing      Industrial adhesives, medium strength 
 
 
 

Distributor with 2 quick disconnect couplings DN 7.2, brass with a bare metal surface, male 

Type No.  Article No.  Connection 
Comprising  
distributor 

Couplings 

245.31  107256  G 1/4 ET  255.01  243.02 

245.32  107257  G 3/8 ET  255.01  243.02 

245.33  107258  G 1/2 ET  255.02  243.03 
 
 

Distributor with 2 quick disconnect couplings DN 7.2, brass with a bare metal surface, female 

Type No.  Article No.  Connection 
Comprising  
distributor 

Couplings 

245.36  107259  G 1/4 IT  255.01  243.02 

245.37  107260  G 3/8 IT  255.01  243.02 

245.38  107261  G 1/2 IT  255.02  243.03 
 
 
Distributor with 2 quick disconnect couplings DN 7.2, brass with a bare metal surface, with push‐in plug 
DN 7.2 ‐ DN 7.8 

Type No.  Article No.  Connection 
Comprising  
distributor 

Couplings 

245.39  107262 
plug  

DN 7.2 – 7.8 / G 3/8 
255.01  243.02 

245.40  107263 
plug  

DN 7.2 – 7.8 / G 1/2 
255.02  243.03 

       245.39 
 

Distributor with 3 quick disconnect couplings DN 7.2, brass with a bare metal surface, male 

Type No.  Article No.  Connection 
Comprising 
distributor 

Couplings 

245.51  107264  G 1/4 ET  256.01  243.02 

245.52  107265  G 3/8 ET  256.01  243.02 

245.53  107266  G 1/2 ET  256.02  243.03 
 
 
Distributor with 3 quick disconnect couplings DN 7.2, brass with a bare metal surface, female 

Type No.  Article No.  Connection 
Comprising 
distributor 

Couplings 

245.56  107267  G 1/4 IT  256.01  243.02 

245.57  107268  G 3/8 IT  256.01  243.02 

245.58  107269  G 1/2 IT  256.02  243.03 
 

 
245.33 

 
 
        245.53 

 
245.38 

 
 
       245.58 
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Distributor for wall mountable with quick disconnect coupling DN 7.2, brass with a bare metal surface 

Type No.  Article No.  Connection 
Comprising  
distributor 

Couplings 

VT 1020‐K  107272  G 1/2 IT  VT 1020  243.03 
   
 
 

Wall plate with quick disconnect coupling DN 7.2, brass with a bare metal surface 

Type No.  Article No.  Connection 
Comprising  
distributor 

Couplings 

DW 266‐K  107273  G 3/8 IT  DW 266  243.02 

DW 267‐K  107274  G 1/2 IT  DW 267  243.03 
   

 
 
 
 Couplings and distributors are also available separately 
 
 
 
Technical details distributors  
 
Brass CW617N 
Surface glass bead blasted 
G‐thread acc. to DIN EN ISO 228‐1 
 
Technical details of quick disconnect coupling see on data sheet P 5‐26 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Distributor with 3 quick disconnect couplings DN 7.2, brass with a bare metal surface, with push‐in plug  
DN 7.2 ‐ DN 7.8 

Type No.  Article No.  Connection 
Comprising  
distributor 

Couplings 

245.59  107270 
plug  

DN 7.2 – 7.8 / G 3/8 
256.01  243.02 

245.60  107271 
plug  

DN 7.2 – 7.8 / G 1/2 
256.02  243.03 

VT 1020‐K 

DW 267‐K 

245.60 
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255.01   G 3/8 female  

 
 

255.02   G 1/2 female  

 
 

256.01   G 3/8 female  

 
 
256.02   G 1/2 female  



P 5‐65_e   
Distributors brass with a bare metal surface 

with quick disconnect couplings DN 7.2 
Art. No. 107256 to 107274  

 

 

 
Page 4 of 5  Subject technical changes.  07/2018 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DW 266      G 3/8 female 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                            DW 267     G 1/2 female 
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