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»R320ST« series 
 
High‐quality, robust and durable, one‐hand quick disconnect safety couplings, with very high 
flow rates and only a small pressure drop. 
 
The coupling is released fully automatically in two steps. Air is relieved from the coupling before 
it is completely disconnected. The plug is only disconnected from the coupling if the residual pressure has  
dropped below 0.3 bar. The dreaded "whiplash effect" is thus avoided and the risk of injury virtually eliminated. 
 
This safety version conforms to ISO‐Standard DIN EN ISO 4414. 
 
These safety couplings are not suitable for direct attachment to pulsating tools. 
We recommend using our vibration dampers, according to ISO 6150 § 7.1. 
 
Areas of application: Pneumatic system, machine and plant engineering, manufacturing industry, workshops, automotive, 
mining. 
 
 
Operating pressure:  Max. 16 bar 
Medium and ambient temperature:  ‐20 °C to 100 °C 
Flow rate (air):  2250 l/min (at 6 bar and Δp = 0.5 bar) 
Material:  Steel / zinc‐plated brass 
Springs:  Stainless steel 
Sealant:  NBR 
 
 
 
 
 
 
 
 
 
 
 
 
 
     
 
 

Safety coupling DN 7.6, male 

Type No.  Article No.  Connection 
a/f 
mm 

L 
mm 

D 
mm 

416.14‐A  107589  R 1/4 male  20  63.0  23.5 

416.38‐A  107590  R 3/8 male  20  61.0  23.5 

416.12‐A  107591  R 1/2 male  22  55.5  23.5 

           

Safety coupling DN 7.6, female 

Type No.  Article No.  Connection 
a/f 
mm 

L 
mm 

D 
mm 

416.14‐I  107592  G 1/4 female  20  57.1  23.5 

416.38‐I  107593  G 3/8 female  22  60.1  23.5 

416.12‐I  107594  G 1/2 female  25  59.5  23.5 

 
416.38‐I 

 
416.10‐T 

 
416.14‐A 

 
416.08‐SL 
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Male 
Female 

Hose connection 

Safety coupling DN 7.6, with hose stem 

Type No.  Article No.  Connection 
a/f 
mm 

L 
mm 

L1 
mm 

D 
mm 

416.06‐T  107595  Stem, I.D. 6  ‐  67.0  18.2  23.5 

416.08‐T  107596  Stem, I.D. 8  ‐  69.5  21.2  23.5 

416.09‐T  107597  Stem, I.D. 9  ‐  70.1  21.2  23.5 

416.10‐T  107598  Stem, I.D. 10  ‐  70.0  21.2  23.5 

416.13‐T  107599  Stem, I.D. 13  ‐  68.0  21.2  23.5 

             

Safety coupling DN 7.6, »stream line« 

Type No.  Article No. 
for hose 
mm 

L 
mm 

a/f 1 
mm 

a/f 2 
mm 

D 
mm 

416.06‐SL  107600  10x6.5  64.1  16  20  23.5 

416.08‐SL  107601  12x8  68.1  19  20  23.5 

416.09‐SL  107602  13.5x9.5  68.2  21  20  23.5 

416.11‐SL  107603  16x11  68.1  24  24  23.5 
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Stem for couplings DN 7.2 ‐ DN 7.8, hardened and galvanised steel 

Type No.  Article No.  Description 
L 

mm 
a/f 
mm 

D 
mm 

244.907  107371  Stem, I.D. 6  42.0  ‐  13.0 

244.908  107372  Stem, I.D. 8  45.0  ‐  13.0 

244.908‐9  107373  Stem, I.D. 9  45.0  ‐  13.0 

244.908‐10  107374  Stem, I.D. 10  45.0  ‐  13.0 

244.909  107375  Stem, I.D. 13  45.0  ‐  17.0 

           

Plug for couplings DN 7.2 ‐ DN 7.8, hardened and galvanised steel, male,PTFE coated  

Type No.  Article No.  Description 
L 

mm 
a/f 
mm 

D 
mm 

244.900  107376  Plug, R 1/8 male  35.0  13  ‐ 

244.901  107377  Plug, R 1/4 male  39.0  14  ‐ 

244.902  107378  Plug, R 3/8 male  41.0  17  ‐ 

244.903  107379  Plug, R 1/2 male  47.0  22  ‐ 

           

Plug for couplings DN 7.2 ‐ DN 7.8, hardened and galvanised steel, female 

Type No.  Article No.  Description 
L 

mm 
a/f 
mm 

D 
mm 

244.904‐1  107380  Plug, G 1/8 female  31.0  13  ‐ 

244.904  107381  Plug, G 1/4 female  36.0  17  ‐ 

244.905  107382  Plug, G 3/8 female  38.0  20  ‐ 

244.906  107383  Plug, G 1/2 female  42.0  27  ‐ 

           

Plug for couplings DN 7.2 ‐ DN 7.8, hardened and galvanised steel, »stream line« 

Type No.  Article No.  Description 
L 

mm 
a/f 
mm 

D 
mm 

244.914  107384  Plug for hose 10x6.5  44.0  16  ‐ 

244.915  107385  Plug for hose 12x8  47.0  19  ‐ 

244.916  107386  Plug for hose 13.5x9.5  50.0  21  ‐ 

244.917  107387  Plug for hose 16x11  56.0  24  ‐ 
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