
 

Tube fittings 
Polypropylene 

Art. No. 120.01-PP to 140.44-PP 
  P 6-348_e

 

 

Department eDocumentation edition  09/2014 Subject technical changes. 
Phone  +49 7125 9497-41, -42, -53, -260, -330 
Fax      +49 7125 9497-99 RIEGLER & Co. KG 1.8 
e-mail:  eDocumentation@riegler.de www.riegler.net  

Chemically resistant to almost all inorganic acids and bases, even in high concentrations and at temperatures greater 
than 90 °C. 

 
Material:    Polypropylene (PP) 
Operating pressure:   Dependent on operating temperature 
     max. 10 bar (at 20 °C) 
     max. 2,5 bar (at 90 °C) 
Operating temperature:  Max. 90 °C 

    
 
 

 
 
 

 
 
 
 
                                                                                                          
 
 
 
 

 
 

Male connectors with male G thread  
 

Art. No. Ident No. 
Thread 

(B) 
For hose Ø 

(A) 
L1 

mm 
L2 

mm 
L3* 
mm 

a/f 
mm 

120.01-PP 110848 G 1/8 4/6 31.5 8.0 23.5 14 
120.02-PP 110849 G 1/8 6/8 36.5 8.0 28.5 17 
120.03-PP 110850 G 1/8 8/10 40.5 8.0 32.5 19 
120.04-PP 110851 G 1/8 9/12 44.5 8.0 36.5 22 
120.11-PP 110852 G 1/4 4/6 37.0 12.0 25.0 17 
120.12-PP 110853 G 1/4 6/8 41.0 12.0 29.0 17 
120.13-PP 110854 G 1/4 8/10 45.0 12.0 33.0 19 
120.14-PP 110855 G 1/4 9/12 49.0 12.0 37.0 22 
120.21-PP 110856 G 3/8 4/6 38.5 12.0 26.5 22 
120.22-PP 110857 G 3/8 6/8 42.5 12.0 30.5 22 
120.23-PP 110858 G 3/8 8/10 45.5 12.0 33.5 22 
120.24-PP 110859 G 3/8 9/12 49.5 12.0 37.5 22 
120.31-PP 110860 G 1/2 4/6 43.0 14.0 29.0 27 
120.32-PP 110861 G 1/2 6/8 47.0 14.0 33.0 27 
120.33-PP 110862 G 1/2 8/10 50.0 14.0 36.0 27 
120.34-PP 110863 G 1/2 9/12 54.0 14.0 40.0 27 
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Male elbows with male G thread 
 

Art. No. Ident No. 
Thread 

(B) 

For hose 
mm 
(A) 

L1* 
mm 

L2 
mm 

L3 
mm 

L4 
mm 

Ø D 
mm 

140.51-PP 110864 G 1/8 4/6 25.0 20.0 12.0 8.0 13,0 
140.52-PP 110865 G 1/8 6/8 30.0 23.0 15.0 8.0 15,0 
140.53-PP 110866 G 1/8 8/10 36.0 25.0 17.0 8.0 20,0 
140.54-PP 110867 G 1/8 9/12 40.0 27.0 19.0 8.0 20,0 
140.61-PP 110868 G 1/4 4/6 26.0 25.0 13.0 12.0 15,0 
140.62-PP 110869 G 1/4 6/8 30.0 27.0 15.0 12.0 15,0 
140.63-PP 110870 G 1/4 8/10 36.0 32.0 17.0 12.0 20,0 
140.64-PP 110871 G 1/4 9/12 40.0 31.0 19.0 12.0 20,0 
140.71-PP 110872 G 3/8 4/6 29.0 30.0 15.0 12.0 20,0 
140.72-PP 110873 G 3/8 6/8 33.0 27.0 15.0 12.0 20,0 
140.73-PP 110874 G 3/8 8/10 36.0 29.0 17.0 12.0 20,0 
140.74-PP 110875 G 3/8 9/12 40.0 31.0 19.0 12.0 20,0 
140.81-PP 110876 G 1/2 4/6 32.0 29.0 15.0 14.0 25,0 
140.82-PP 110877 G 1/2 6/8 36.0 29.0 15.0 14.0 25,0 
140.83-PP 110878 G 1/2 8/10 39.0 31.0 17.0 14.0 25,0 
140.84-PP 110879 G 1/2 9/12 43.0 33.0 19.0 14.0 25,0 
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Hose connectors 
 

Art. No. Ident No. 
For hose 

mm 
L1* 
mm 

a/f 
mm 

140.01-PP 110880 4/6 39.0 14 
140.02-PP 110881 6/8 49.0 19 
140.03-PP 110882 8/10 55.0 22 
140.04-PP 110883 9/12 64.0 24 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Elbow hose connectors 
 

Art. No. Ident No. 
For hose 

mm 
L1* 
mm 

L2* 
mm 

Ø D 
mm 

140.11-PP 110884 4/6 25.0 25.0 13.0 
140.12-PP 110885 6/8 30.0 30.0 15.0 
140.13-PP 110886 8/10 36.0 36.0 20.0 
140.14-PP 110887 9/12 43.0 43.0 20.0 

 
 
 
 
 

140.01-PP 

140.11-PP 
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Tee hose connectors 
 

Art. No. Ident No. 
For hose 

mm 
L1 

mm 
L2* 
mm 

L3* 
mm 

Ø D 
mm 

140.21-PP 110888 4/6 52.0 26.0 26.0 12.0 
140.22-PP 110889 6/8 62.0 31.0 31.0 15.0 
140.23-PP 110890 8/10 72.0 36.0 36.0 20.0 
140.24-PP 110891 9/12 80.0 40.0 40.0 20.0 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Bulkhead couplings 
 

Art. No. Ident No. Thread 
For hose 

mm 
L1* 
mm 

L2* 
mm 

a 
mm 

a/f 
mm 

Ø D 
mm 

140.31-PP 110892 M10x1.0 4/6 53.0 36.0 9.0 14 10.5 
140.32-PP 110893 M14x1.5 6/8 64.0 43.0 9.0 19 14.5 
140.33-PP 110894 M16x1.5 8/10 73.0 49.0 10.0 22 16.5 
140.34-PP 110895 M18x1.5 9/12 84.0 56.0 12.0 24 18.5 

 
 
 

140.21-PP 

140.31-PP 
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Art. No. Ident No. Thread 
For hose 

mm 
L1* 
mm 

L2* 
mm 

a 
mm 

a/f 
mm 

Ø D1 
mm 

Ø D2 
mm 

140.41-PP 110896 M10x1.0 4/6 43.0 25.0 9.0 14 10.5 13.0 
140.42-PP 110897 M14x1.5 6/8 53.0 33.0 9.0 19 14.5 20.0 
140.43-PP 110898 M16x1.5 8/10 58.0 36.0 10.0 22 16.5 20.0 
140.44-PP 110899 M18x1.5 9/12 67.0 43.0 12.0 24 18.5 20.0 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
*for tube connections in inch add 2 mm 
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