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Bulkhead connectors 

 

 

  

   

Male thread Female thread a/f 1 a/f 2 Brass Nickel-plated brass Stainless steel 1.4571 

G 1/8 M5 12 mm 14 mm MS23218M5 MSN23218M5 - 

G 1/4 G 1/8 17 mm 17 mm MS2321418 MSN2321418 252.41-ES 

G 3/8 G 1/4 19 mm 19 mm MS2323814 MSN2323814 252.42-ES 

G 1/2 G 3/8 24 mm 24 mm MS2321238 MSN2321238 252.43-ES 

G 3/4 G 1/2 30 mm 32 mm MS2323412 MSN2323412 - 

G 1 G 3/4 38 mm 41 mm MS232134 MSN232134 - 

M16x1.5 G 1/8 17 mm 22 mm MS232M1618 MSN232M1618 - 

M20x1.5 G 1/4 22 mm 27 mm MS232M2014 MSN232M2014 - 

M26x1.5 G 3/8 27 mm 32 mm MS232M2638 MSN232M2638 - 

M28x1.5 G 1/2 30 mm 36 mm MS232M2812 MSN232M2812 - 

M34x2 G 3/4 38 mm 41 mm MS232M3434 MSN232M3434 - 

M42x2 G 1 45 mm 50 mm MS232M421 MSN232M421 - 

M49x2 G 1 1/4 55 mm 60 mm MS232M49114 MSN232M49114 - 

M54x2 G 1 1/2 60 mm 65 mm MS232M54112 MSN232M54112 - 
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